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NO. iwrart - 


Inctromentetion as we knew it from aeric1 vhotograpay is primarily 
located on the Tyure Tam/Memchatka Mjesile Test Range and on the Kapustin 
Yar Missile fest Range. I will just discuss that instrumentation found 


on the PT Range and then thet found on the K/Range- 


Each 


tower is positioned spproximately 25 feet from the center of the servicing 


sor cee! | 
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wr acut| | 25X1 


nonsible Chird collimation tower is located 400 feet west of the ae 


At 4 


servicing tower. It is u,vroximetely colinear with the leunching 


platform ané@ an eleetronic installetion located 15,000 feet west of the 


A radio comand guidance system would probably employ fixed rather then 


25X 
mobile sites at a test range. 


25X 


4 
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TOP SECRET 


Tnetrumentaticn facilities comprising the TT Range can be grouped into 


3 major categories: range head, down renge, end terminal rene. 


Within the range head area there are approximately 15 instrumentetion. 


‘a Interferometer Instrumentation Site 
and the Instrumentation Control Center both of which are loceted 
approximately 4700 feet SW of the launch platform. | 

The interferometer instrumentation site consists of six [| 
5X1 | rates comnected ty cables which forma “plus” configuration, 
(a 
Double radomes sre located at the end oc? two cf the legs and single 
redomes are located at the a, of the other two legs. A line bisecting 
the angle formed ty the two legs with only one radcee at the end extends 
25X1 (_- —__—_———_-| An earth covered bunker is located near the 
center of the clus" configuration, Buried eables connect this hinker 
with @ swaller bunker to the SE and to the Tustrumentation ecish Center 
located 1140 feet to the E-SE, Bue to its orientation and shoft base line 
nr pecmar] | an 


. erg FF 3 
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thie facility ts sonsidered not to be a guidance facility but is probably 5X1 


used to provide trajectory date and flight sadiety information. 


Poe primary feotures within the instrumentation eentrol center are 4 


probable instrumentation contro] ceyter building and « | __retomebotin 


oriented toward the leunch platforsu. 


‘pproximately 30 down rasge instrumentation sites hove been identified. 


Sites So and 2) are both major down range instrumentation sitea. Site 20 
consists of tracking instruments, mumercus taiildings, ami 2 sod landing 
stripy. 

Site 2) also consists of tracking instruments and ees tuiidings. 

Site 30, located near site 2), 18 probably the aie interesting of the 


down rense sites. 


SaCRET 
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Seven instrumentation sites, = provable rader picket ship, a probable 


mB or instrumentation control center with an assccicted coummication station, 
and a communication cusstetion have a identified within the terminal 
range erea of the Kamchatka Peninsula covered i: photography. 

Although all of these sites are sigue « the ones which have received 
the most are an interfermmeter instrumentation site located 6 nm Horth of Uka, 
88 probable interferometer site under eenstruction loczted 60 m to the Sw 
of the Interferometer near Uks. The radar pieket ship located within the 

25X1 Geernoy Bay, and the communication station at Xlyuchi previously discussed 
[ 

The Interferomter site located near Uka is identi@al to the site within 
the range heod area. Supperting facilities include a large fenced srea 
containing mumerous buildings and instruments and « smaller fenced ares 


containing o amall regio stetion. 


‘The probable interferometer instrumentation site under construction locsted 


60 moma to the SW has similar supportingfacilities plus « sod launching strip. 
es 
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25X1 
Thic interferometer differs from the other two mentioned in that the distance 


ietreen the double reaomes momures[ 


eg 
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